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MODEL WIDTH HEIGHT AXLE SIZE TIRES EST. SHIP WEIGHT

2H STRAIGHT XL BP 6’10” 7’6” 2- 3,500 LB 205/75R15D 2,600

2H SLANT BP 6’10” 7’6” 2- 3,500 LB 205/75R15D 2,500

2H STRAIGHT BP 6'10" 7’6” 2- 3,500 LB 225/75R15E 2,600

3H SLANT BP 6’10” 7’6” 2- 3,500 LB 225/75R15E 2,900

2H STRAIGHT GN 6’10” 7’6” 2- 3,500 LB 205/75R15D 4,100

2H SLANT GN 6’10” 7’6” 2- 3,500 LB 205/75R15D 3,900

3H SLANT GN 6’10” 7’6” 2- 6,000 LB 225/75R15E 4,300

4H SLANT GN 6'10" 7’6” 2- 6,000 LB 235/80R16E 4,800

Office - 269.483.0010
Fax - 269.483.0030
www.merhow.com

DEALER

■ 8 YEAR STRUCTURAL WARRANTY
■	 7’	Wide
■	 7’	6”	Tall
■	 Shortwall	-	4’	GN
■	 All	Aluminum	Construction	w/Interlocking	
	 Extruded	Aluminum	Floor
■	 Dividers	Spring	Loaded	-	Air	Flow-	Formed
	 Tubular	Dividers	W/Stall	Pads
■	 Collapsible	Rear	Tack	(Slant	Loads)	Saddle	Tree	

w/	(1)	Saddle	Boss	W/Blanket	Bar	Per	Horse
■	 Bridle	Hooks,	Aluminum	Brush	Box,	&	
	 L.E.D.	Light
■	 One	Piece	Aluminum	Roof
■	 60/40	Rear	Doors	w/CAM	Bar	(Slant	Loads)	&	

Ramp	&	Tail	Doors	(Straight	Loads)
■	 Escape	Door	-	(3)	Horse	or	More
■	 Dexter	EZ	Lube	Axles	w/Electric	Self	
	 Adjusting	Brakes
■	 Spare	Tire	&	Wheel
■	 Side	Crank	Jack	(BP)	&	Single	Leg	Crank	(GN)
■	 White	Skin

STANDARD SPECIFICATIONS:
■ Stall Area:	Walls	Lined	and	Insulated	up	
	 48”	-	.100	Aluminum	Kickwall	on	Hip	Side	of	

Slant	Loads,	Rubber	Mats,	(1)	Two	Way	Pop	Up	
Vents	Per	Stall,	Extruded	Aluminum	Drop	Down	
Feed	Door	Each	Stall	(Slant	Loads),	Hip	Windows	
w/Screen	&	Bar	Guard,	(2)	Interior	&	Exterior	
Horse	Ties	Per	Stall	(1)	L.E.D.	Light	Per	Stall,	-	
All	L.E.D.	Exterior	Lights	&	(1)	Rear	Load	Light

■ Dressing Room:	Rubber	on	Floor	-	30	x	74	
Dressing	Room	
Door,	Second	
Location	for	
Saddle	Tree	
(Slant	Load),	
Saddle	Tree	w/2)	
Saddle	Boss	&	
(2)	Blanket	Bars	
(Straight	Load)	
Brush	Tray,	Bri-
dle	Hooks

BP Dressing Room w/optional 12v 
battery in box

Slant Load w/rear tack Straight Load


